
POWER AND EXPANSION CABLES
MAKE SURE THE POWER IS OFF WHEN INSTALLING A NEW MODULE IN YOUR SYSTEM, AND PAY CLOSE ATTENTION TO THE ORIENTATION OF THE POWER CABLE. PLEASE NOTE THE LABEL 
“RED” ON THE BACK OF THE MODULE, MATCH IT WITH THE RED LINE OF THE RIBBON POWER CABLE.
COSMOTRONIC MODULES ARE REVERSE POLARITY PROTECTED, THEREFORE WILL NOT TURN ON WHEN THE CABLE IS REVERSED.

LIMITED WARRANTY
PLEASE CONTACT YOUR DEALER IN CASE OF ISSUES.
COSMOTRONIC GUARANTEES THIS PRODUCT TO BE FREE OF DEFECTS IN WORKMANSHIP AND MATERIALS FOR A PERIOD OF ONE YEAR FROM THE ORIGINAL INVOICE DATE. WARRANTY COVERS 
REPLACEMENT OR REPAIR BUT DOES NOT COVER ANY DAMAGE OR MALFUNCTION CAUSED BY INCORRECT USE. THIS INCLUDES USING THE WRONG POWER SUPPLY, FAULTY POWER CABLE 
CONNECTION, ABUSE OF THE PRODUCT OR ANY OTHER CAUSES DEEMED BY COSMOTRONIC TO BE THE FAULT OF THE USER.

CONTROLS

1 ATTACK KNOB [1/2]

SETS THE ATTACK TIME

2 DECAY KNOB [1/2]

SETS THE DECAY TIME

3 SHAPE KNOB [1/2]

SETS THE OVERALL SHAPE FROM EXPONENTIAL, LINEAR TO LOGARITHMIC

4 CYCLE TOGGLE [1/2]

SETS THE TRIGGER INPUT TO ONE-SHOT OR LOOP [LFO MODE]

5 ATTENUVERTER [1/2]

ATTENUATES AND INVERTS THE OUTPUT

CCW: INVERTED GAIN (NEGATIVE)

CENTER: FULLY ATTENUATED

CW: POSITIVE GAIN

6 VCA INPUT [1/2]

7 TRIGGER INPUT [1/2]

8 SLEW INPUT [1/2]

9 ATTACK CV INPUT [1/2]

10 DECAY CV INPUT [1/2]

11 OUTPUT [1/2]
OUTPUTS FOR EITHER THE SHAPED AUDIO SIGNAL OR THE ENVELOPE CV.

12 END OF CYCLE
FIRES OFF A TRIGGER EVERY TIME THE ENVELOPE COMES TO ITS END.

13 SUMMED OUTPUT [HANDLES BOTH AUDIO AND CV]

COMBINED DC COUPLED OUTPUT OF BOTH CHANNELS.

14 LINK SWITCH
WITH THE LINK SWITCH SET TO THE RIGHT,

THE INPUT OF TRIGGER CH.1 WILL BE NORMALISED TO THE INPUT OF TRIGGER CH.2

OVERVIEW 
DELTA-V IS A FULLY ANALOG DUAL CHANNEL FUNCTION GENERATOR WITH A DEDICATED VCA
AND CYCLE SWITCH PER CHANNEL. 

IT’S A VERSATILE AND POWERFUL TOOL THAT PACKS A GREAT AMOUNT OF FUNCTIONALITY IN ONLY 10HP. 
TRIGGER ENVELOPES, SLEW INCOMING GATES AND SIGNALS OR GENERATE LFO’S WITH CONTROL OVER BOTH
ATTACK AND DECAY. DEDICATED END OF CYCLE OUTPUTS, A SUMMED OUTPUT, PROVIDING A MIX OF
DC COUPLED OUTPUTS THAT HANDLES BOTH AUDIO AND CV.
THE DEDICATED VCA FOR EACH ENVELOPE PROVIDES PLENTY OF ROOM FOR EXPERIMENT AND MORE COMPLEX PATCHES.

WITHOUT ANYTHING PATCHED INTO THE VCA’S INPUT,THE MODULE PRODUCES VARIABLE CV, AN ENVELOPE,
SET BY THE ATTACK, DECAY AND SHAPE KNOBS. BY PATCHING AN AUDIO SIGNAL INTO THE VCA INPUT,
THE AUDIO OUTPUT SIGNAL WILL BE SHAPED ACCORDING TO THE SETTINGS OF THE ENVELOPE.
AN LFO PATCHED INTO THE VCA INPUT, WILL MODULATE THE AMPLITUDE OF THE ENVELOPES.
THE SLEW INPUT [9] IS USED TO SLEW, ROUND OFF, INCOMING GATES OR VOLTAGES. 

THE OVERALL SHAPE OF THE ENVELOPES IS SET WITH THE SHAPE- [3], THE ATTACK- [1 ] AND DECAY KNOBS [2].
THE KNOBS CAN BE SET TO PRODUCE SHORT, SNAPPY OR VERY LONG ENVELOPES.
THE SHAPE- [3 ] KNOB TRANSFORMS THE ENVELOPE FROM EXPONENTIAL TO LINEAR TO LOGARITHMIC. 

THE TRIGGER INPUT TAKES A TRIGGER OR GATE TO START AN ATTACK-DECAY ENVELOPE, THE LINK SWITCH [14]
NORMALISES TRIGGER INPUT 1 TO TRIGGER INPUT 2.

THERE ARE MANY WAYS TO UTILISE DELTA-V.
CHALLENGE YOURSELF TO EXPLORE NEW, UNCONVENTIONAL TERRITORIES.


